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Pumping Trap: New Product Type GL81

For more technical details of the new product, please, visit our Homepage www.miyawaki.net and download the English catalogue.

1.	 Pumping trap for the recovery of large 
condensate amounts.

2.	 As there is no electricity needed to 
return the condensate, the pumping trap 
can be used in hazardous areas.

3.	 The pumping trap will work with a low 
filling head of only 150 mm.

4.	 Air or saturated steam can be used as 
motive medium.

5.	 The internal parts are manufactured of 
high quality stainless steel. 
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Fluid: Condensate (Temp. 85°C)
Filling Head: 770 mm
Motive medium pressure: MPa
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Fluid: Condensate (Temp. 85°C)
Filling Head: 770 mm
Motive medium pressure: MPa

Flow Capacity Charts
Model: GL81E
Motive medium: Saturated Steam

Model: GL81
Motive medium: Saturated Steam
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Pressure & Temperature

Connection & Body material

Model

Max. Allowable
Pressure PMA

Max. Allowable
Temperature TMA

Max. Operating
Pressure PMO

Max. Operating
Temperature TMO

MPa psig °C °F MPa psig °C °F

GL81E 1,6 232 220 428 1,05 152 185 365

GL81 1,6 232 250 482 1,05 152 185 365

Model
Connection

Body materialInlet
Condensate

Outlet
Condensate

Inlet
Motive Medium

Venting
Outlet

GL81E
Flanged PN16, ASME 150lb Screwed Rc

Ductile Cast Iron FCD450
comparable with 

EN-GJS-450-10 (EN-JS1040)

DN80 (3¨) DN50 (2¨) ½¨ 1¨

GL81
Flanged JIS16KFF, ASME 150lb Screwed Rc

DN80 (3¨) DN50 (2¨) ½¨ 1¨

Spare Parts

Plug 55

Cover 2 52 Eyebolt 5 Cover Gasket 54 Plug 53 Eyebolt

50 Bolt 1 BodyInternal unitFloat 12Nut 51

Internal unit

32 Seat Gasket 

28 Vent Valve Seat

2 Cover 

Screen 31

Motive Valve Seat 30

Spring Washer 39

Bolt 7 

Internal unit

Applications

-  Condensate return from low pressure installations

- � Condensate return to places located higher than 
the condensate vessel

-  Condensate return from vacuum system


